
TM PLASTIC

TECHNICAL DATE SHEET

TM LDPE RECYCLED PELLETS（Black Color）

Typical properties

Properties Method Value Unit

Density ISO EN 1183:2004 0.930 – 0.953 g/cm3

Melt Flow index(190ºC/2.16 Kg) ISO EN 1133:2005 0.4-0.6 g/10 min

Melt Flow index (190ºC/5 Kg) ISO EN 1133:2005 2-4 g/10 min.

Tensile Strength at break, not less than ISO EN 527-1 22 MPA

Tensile Elongation at break, not less than ISO EN 527-1 1000%

Ash content <1 %

External Humidity Nexis Fiber Method 0.02-0.06 %
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TM LDPE RECYCLED PELLETS（Black Color） 

Typical properties  

 

Properties Method Value Unit 

Density ISO EN 1183:2004 0.930 – 0.953 g/cm3 

Melt Flow index(190ºC/2.16 Kg) ISO EN 1133:2005 0.4-0.6 g/10 min 

Melt Flow index (190ºC/5 Kg) ISO EN 1133:2005 2-4 g/10 min. 

Tensile Strength at break, not less than ISO EN 527-1  22 MPA 

Tensile Elongation at break, not less than ISO EN 527-1 1000%  

Ash content  <0.5 % 

External Humidity  Nexis Fiber Method 0.02-0.06 % 
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TM PLASTIC  

                  TECHNICAL DATE SHEET  

 

TM LDPE RECYCLED PELLETS（Penetrate Color） 

Typical properties  

 

Properties Method Value Unit 

Density ISO EN 1183:2004 0,950 – 0,953 g/cm3 

Melt Flow index(190ºC/2.16 Kg) ISO EN 1133:2005 0,4-0,6 g/10 min 

Melt Flow index (190ºC/5 Kg) ISO EN 1133:2005 2-3 g/10 min. 

Tensile Strength at break, not 

less than 

ISO EN 527-1  25 MPA 

Tensile Elongation at break, not 

less than 

ISO EN 527-1 1000%  

Carbon black content  0 % 

External Humidity  Nexis Fiber Method 0,02-0,06 % 
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TM PLASTIC  

                  TECHNICAL DATE SHEET  

 

TM LDPE RECYCLED PELLETS（Penetrate Color） 

Typical properties  

 

Properties Method Value Unit 

Density ISO EN 1183:2004 0,950 – 0,953 g/cm3 

Melt Flow index(190ºC/2.16 Kg) ISO EN 1133:2005 0,4-0,6 g/10 min 

Melt Flow index (190ºC/5 Kg) ISO EN 1133:2005 2-3 g/10 min. 

Tensile Strength at break, not 

less than 

ISO EN 527-1  25 MPA 

Tensile Elongation at break, not 

less than 

ISO EN 527-1 900%  

Carbon black content  0 % 

External Humidity  Nexis Fiber Method 0,02-0,06 % 
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TM PLASTIC  

                  TECHNICAL DATE SHEET  

 

TM LDPE RECYCLED PELLETS（Black Color） 

Typical properties  

 

Properties Method Value Unit 

Density ISO EN 1183:2004 0,950 – 0,953 g/cm3 

Melt Flow index(190ºC/2.16 Kg) ISO EN 1133:2005 0,4-0,6 g/10 min 

Melt Flow index (190ºC/5 Kg) ISO EN 1133:2005 2-3 g/10 min. 

Tensile Strength at break, not 

less than 

ISO EN 527-1  20 MPA 

Tensile Elongation at break, not 

less than 

ISO EN 527-1 900%  

Carbon black content  1 % 

External Humidity  Nexis Fiber Method 0,02-0,06 % 
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TM PLASTIC

TECHNICAL DATE SHEET

TM LDPE RECYCLED PELLETS（Penetrate Color）

Typical properties

Properties Method Value Unit

Density ISO EN 1183:2004 0.930 – 0.953 g/cm3

Melt Flow index(190ºC/2.16 Kg) ISO EN 1133:2005 0.4-0.6 g/10 min

Melt Flow index (190ºC/5 Kg) ISO EN 1133:2005 2-4 g/10 min.

Tensile Strength at break, not less than ISO EN 527-1 22 MPA

Tensile Elongation at break, not less than ISO EN 527-1 1000%

Ash content <0.5 %

External Humidity Nexis Fiber Method 0.02-0.06 %
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